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Hold (continued)

Drain Mode (Optional)

Some spas have a special feature that allows Pump 1 to 

be employed when draining the water. When available, 

this feature is a component of Hold.

Cleanup
When a pump or blower is turned on by a button press, 

a clean-up cycle begins 30 minutes after the pump 

or blower is turned off or times out. The pump and 

the ozone generator will run for 30 minutes or more, 

depending on the system. On some systems, you can 

change this setting.

Units
Specify Time and Temperature Units (B). The 

temperature choices are Fahrenheit or Celsius. The 

time display choices are 12 hour or 24 hour.

Language
Select from a variety of languages.

Panel
You can change two options on the Panel screen:

1 - Set how long it takes the panel to go to sleep after 

the last activity. Short times are recommended because 

it decreases the chance of water activating buttons. 

2 - Set whether or not you need to do an extra action

to wake the panel (see page 6). The purpose of the 

extra action to wake the panel is to make it very

unlikely that water can wake the panel. 

(Optional)

If your spa is equipped with TM, refer to 

the  TM user guide that came with the 

spa. If a user guide was not included, please contact 

the spa dealer or manufacturer.

Diagnostics
Spa technicians can useful information and

features in Diagnostics (C) (view page 19).
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Drain Mode (Optional)
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Diagnostics
Spa technicians can useful information and
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Cleaning
When the pump or blower is switched on using the icon-button, the cleaning cycle 
starts 30 minutes after switching on. The pumps and blower will run for 30 minutes 
or longer, depending on the system. You can change this setting with some systems.

Units
Units are visible on the screen . You may change the unit settings for temperature 
(Degrees Celsius or Degrees Fahrenheit) or units of time (12 hours or 24 hours).

Language
Select a language from the chosen options.

Panel
You may change two parameters on the Panel screen:
1  Setting up how long after the last activity the panel goes to sleep. We recommend 

selecting a short time period since it lowers the chances of the icon-buttons 
becoming activated by the water.

2  Setting up whether extra steps are necessary in order to wake up the panel. 
(See chapter 5.3) The purpose behind extra steps to wake up the panel is to 
prevent unwanted waking up, for example by condensed water.

Diagnostics
This icon-button visible on the screen  is for service technicians who may fi nd useful 
information here. (For further information about diagnostics see Chapter 5.11)
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2 - Set whether or not you need to do an extra action

to wake the panel (see page 6). The purpose of the 

extra action to wake the panel is to make it very

unlikely that water can wake the panel. 

(Optional)

If your spa is equipped with TM, refer to 

the  TM user guide that came with the 
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the spa dealer or manufacturer.

Diagnostics
Spa technicians can find useful information and

features in Diagnostics (C) (view page 19).
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Drain Mode (Optional)

Some spas have a special feature that allows Pump 1 to 

be employed when draining the water. When available, 
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Units
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temperature choices are Fahrenheit or Celsius. The 

time display choices are 12 hour or 24 hour.
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Select from a variety of languages.

Panel
You can change two options on the Panel screen:

1 - Set how long it takes the panel to go to sleep after 

the last activity. Short times are recommended because 

it decreases the chance of water activating buttons. 

2 - Set whether or not you need to do an extra action

to wake the panel (see page 6). The purpose of the 

extra action to wake the panel is to make it very

unlikely that water can wake the panel. 

(Optional)

If your spa is equipped with TM, refer to 

the  TM user guide that came with the 

spa. If a user guide was not included, please contact 
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Diagnostics
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5 7 Set Filter Cycle Times

Keep your water clean and ready to enjoy!

Follow these steps to set up the timing for Filter cycle 1:
–  Tap the Settings  icon-button on the home screen.
–  Tap the Filter  icon-button on the Settings screen.
–  Tap the Start  icon-button on the Filter cycles screen.
–  Select the start time using the icon-buttons  on the F1 End screen. 
–  Save the settings by tapping the icon-button Save  alternatively, cancel the 

settings using the Cancel  icon-button.
–  Tap the End  icon-button on the Filter cycles screen and follow the same process 

to set the end time.
–  After setting the start and end time tap the Save  button on the Filter Cycles screen.
–  After setting the start and end time, an option  will show up on the Duration

screen and you have now set the time for Filter cycle 1; the white circle  indicates 
that Filter cycle 1 is enabled (it is always enabled).

Follow the same steps as above to set the time for Filter cycle 2.
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Follow these steps to set the time for Filter Cycle 1. 

• Press the Settings button (A) on the Main screen. 

• Press the Filter button (B) on the Settings screen. 

• Press the Start button (E) on the Filter Cycles screen. 

•	 Set the Start Time with these dials ( J ) on the

F1 End screen. 

• Press the Save button ( K ) to save your settings, or 

press the Cancel button ( I ) to cancel your settings. 

• Press the End button (F) on the Filter Cycles screen, 

and follow the same steps to set the End Time. 

• Once the Start and End Times are set, press the Save 

button (G) on the Filter Cycles screen. 

• Once Start and End Times are set, the Duration 

appears here (H). You have now set the time for 

Filter Cycle 1. The white ring (C) indicates that Filter 

Cycle 1 is enabled (it is always enabled).

Follow the same steps noted above to set the time for 

Filter Cycle 2.

How can you tell if Filter Cycle 2 is enabled?

Filter Cycle 2 is enabled when a white ring appears 

around the button. For example, Filter Cycle 1 is

enabled (C) in this screen, and Filter Cycle 2 is disabled 

(D). Press the  button to enable/disable Filter Cycle 

2. A Filter Cycle 2 will only run if it is enabled.

Note: It is possible to overlap Filter Cycle 1 and Filter Cycle 2, 

which will shorten overall filtration by the overlap amount.

SET FILTER CYCLE TIME
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Filter Cycle 2.
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Follow these steps to set the time for Filter Cycle 1. 
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•	 Set the Start Time with these dials ( J ) on the

F1 End screen. 

• Press the Save button ( K ) to save your settings, or 

press the Cancel button ( I ) to cancel your settings. 

• Press the End button (F) on the Filter Cycles screen, 

and follow the same steps to set the End Time. 

• Once the Start and End Times are set, press the Save 
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• Once Start and End Times are set, the Duration 

appears here (H). You have now set the time for 

Filter Cycle 1. The white ring (C) indicates that Filter 

Cycle 1 is enabled (it is always enabled).
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Filter Cycle 2 is enabled when a white ring appears 

around the button. For example, Filter Cycle 1 is
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SET FILTER CYCLE TIME

AB

AI AJ AK

Keep your water clean 
and ready to enjoy

AA

AE

AHAC

AF

AD

AG

spaTouch™ 3 User Guide42344_Rev D 13

Follow these steps to set the time for Filter Cycle 1. 

• Press the Settings button (A) on the Main screen. 

• Press the Filter button (B) on the Settings screen. 

• Press the Start button (E) on the Filter Cycles screen. 

•	 Set the Start Time with these dials ( J ) on the

F1 End screen. 

• Press the Save button ( K ) to save your settings, or 

press the Cancel button ( I ) to cancel your settings. 

• Press the End button (F) on the Filter Cycles screen, 

and follow the same steps to set the End Time. 

• Once the Start and End Times are set, press the Save 

button (G) on the Filter Cycles screen. 

• Once Start and End Times are set, the Duration 

appears here (H). You have now set the time for 

Filter Cycle 1. The white ring (C) indicates that Filter 

Cycle 1 is enabled (it is always enabled).

Follow the same steps noted above to set the time for 

Filter Cycle 2.

How can you tell if Filter Cycle 2 is enabled?

Filter Cycle 2 is enabled when a white ring appears 

around the button. For example, Filter Cycle 1 is

enabled (C) in this screen, and Filter Cycle 2 is disabled 

(D). Press the  button to enable/disable Filter Cycle 

2. A Filter Cycle 2 will only run if it is enabled.

Note: It is possible to overlap Filter Cycle 1 and Filter Cycle 2, 

which will shorten overall filtration by the overlap amount.
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Enabling Filter cycle 2
You will fi nd out whether Filter Cycle 2 is enabled by seeing if a white circle appears 
around the icon-button with a number 2 . For example, on image III. on the previous 
page Filter Cycle 1  is enabled (the number 1 is encircled with a white circle), and 
Filter Cycle 2 is disabled  (the number is not encircled in white). By tapping on the 
number 2 icon-button  you enable/disable Filter Cycle 2. 
Filter Cycle 2 will only run if it is enabled.

NOTE: Filter Cycle 1 and Filter Cycle 2 may overlap, by which the total filtration time 
will shorten by the amount of overlap time.

Clean-up cycles
Short-term launch of water fi ltration through secondary devices at the beginning 
of every fi lter cycle ensures maintenance of hygienic conditions as well as freeze 
protection. Some systems automatically launch a certain number of rinse cycles per 
day regardless of the number of fi lter cycles per day that have you set up. In such 
cases, the clean-up cycles do not have to coincide with the start times of fi lter cycles 
set by you. If Filter Cycle 1 runs on a 24-hour setup, by switching on Filter Cycle 2 you 
launch the clean-up at the time when the launch of Filter Cycle 2 is programmed.

Description	of	fi	 lter	cycles
1  The fi lter pump is always running during a fi lter cycle.
2  In REST mode, heating up only happens during the fi lter cycle.
3  Rinsing (launching of the massage pumps) occurs at the beginning of every fi lter 

cycle (in most systems).
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Follow this sequence to set the time-of-day.

• In the Main screen, press the Settings button (B). 

• In the Settings screen, press the Time button (C). 

• In the Time of Day screen, press the Time button (D). 

• Setting dials appear. Swipe these dials (F) to set 

the time. If your desired time value appears but is 

not aligned with the arrow, tap the desired time 

value to make it align with the arrow. 

• Press the Save button (G) to save your settings. Or, 

press the Cancel button (E) to cancel your settings. 

Setting the time-of-day is important for determining 

filtration times and other background features. If

Time-of-Day needs to be set, the Information Message 

button (A) appears on the Main screen; view the 

previous page for more information on the different 

types of Message buttons.

NOTE: If power is interrupted to the system, 

Time-of-Day will be maintained for several days (this 

only applies to some systems). 
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Follow this sequence to set the time-of-day.

• In the Main screen, press the Settings button (B). 

• In the Settings screen, press the Time button (C). 
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Continued on the next page

5 8 Time-of-day settings
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Follow this sequence to set the time-of-day.

• In the Main screen, press the Settings button (B). 

• In the Settings screen, press the Time button (C). 

• In the Time of Day screen, press the Time button (D). 

• Setting dials appear. Swipe these dials (F) to set 

the time. If your desired time value appears but is 

not aligned with the arrow, tap the desired time 

value to make it align with the arrow. 

• Press the Save button (G) to save your settings. Or, 

press the Cancel button (E) to cancel your settings. 

Setting the time-of-day is important for determining 

filtration times and other background features. If

Time-of-Day needs to be set, the Information Message 

button (A) appears on the Main screen; view the 

previous page for more information on the different 

types of Message buttons.

NOTE: If power is interrupted to the system, 

Time-of-Day will be maintained for several days (this 

only applies to some systems). 
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Follow this sequence to set the time-of-day.

• In the Main screen, press the Settings button (B). 

• In the Settings screen, press the Time button (C). 

• In the Time of Day screen, press the Time button (D). 

• Setting dials appear. Swipe these dials (F) to set 

the time. If your desired time value appears but is 

not aligned with the arrow, tap the desired time 

value to make it align with the arrow. 

• Press the Save button (G) to save your settings. Or, 

press the Cancel button (E) to cancel your settings. 

Setting the time-of-day is important for determining 

times and other background features. If

Time-of-Day needs to be set, the Information Message 

button (A) appears on the Main screen; view the 

previous page for more information on the different 

types of Message buttons.

NOTE: If power is interrupted to the system, 

Time-of-Day will be maintained for several days (this 

only applies to some systems). 
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Follow these steps to set the time:
– On the home screen, tap the Settings icon-button.
– On the Settings screen tap the Time-of-Day icon-button.
– On the Time-of-Day screen tap the Time  icon-button.
–  Settings icons will show up:

You can set the time by scrolling the windows of the selection . If the required 
time value shows up but is not aligned with the arrow, tap the required time for it to
align with the arrow.

–  You save the settings by tapping the Save  icon-button or tap the Cancel icon 
button to cancel the settings.

Setting the time-of-day is important in order to determine the fi ltration times and 
other background features. If it is necessary to set the time-of-day an informational 
message icon . (See chapter 5.3 section message icons)

NOTE: If the system’s power supply is interrupted, the Time-of-day settings will be 
retained for a few days (this is only the case for some systems).

5 9 Heat settings

  Ensure that your hot tub is heated and 
ready to enjoy using the Heat Settings. 
Access the Heat Settings from the home
screen by tapping on the Settings          
icon-button. Tap the Heat        icon-button 
and a screen will appear on the Heat 
Settings screen . The Heat Settings
screen does not contain icon-buttons 
such as Save or Cancel, so the changes 
that you make will apply immediately.

Fine tune your spa with a 
wide variety of Settings.

Starting from the Main screen, press the Settings 

button to view the Settings screen (A). Press the 

navigation arrows  or swipe to view all of the 

Settings screens.

Heat
Make sure your spa is heated and ready to enjoy with 

Heat Settings. (view page 22).

Filter
Keep your spa water clean and ready to enjoy by 

setting Filter Cycles (view page 13).

Time
Set the Time to insure scheduled features have proper 

timing (view page 9).

Reminders
Reminders (A) are helpful spa maintenance messages 

that display periodically. 

Locks
Lock the Panel and/or Setting (view page 15). 

Light Cycle (Optional)

If you want the spa lights to turn On and Off at a 

specific times, use Light Cycle (A).

Hold
Hold (B) is used to disable the pumps during service 

functions like cleaning or replacing the filter. Hold

Mode will last for 1 hour unless the mode is exited

manually. If spa service will require more than an hour, 

it may be best to simply shut down power to the spa. 

The Hold Icon on the Settings Screen places the spa 

in Hold Mode and displays the System Hold screen. 

Touch Back to exit Hold Mode.
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Fine tune your spa with a 
wide variety of Settings.

Starting from the Main screen, press the Settings 

button to view the Settings screen (A). Press the 

navigation arrows  or swipe to view all of the 

Settings screens.

Heat
Make sure your spa is heated and ready to enjoy with 

Heat Settings. (view page 22).

Filter
Keep your spa water clean and ready to enjoy by 

setting Filter Cycles (view page 13).

Time
Set the Time to insure scheduled features have proper 

timing (view page 9).

Reminders
Reminders (A) are helpful spa maintenance messages 

that display periodically. 

Locks
Lock the Panel and/or Setting (view page 15). 

Light Cycle (Optional)

If you want the spa lights to turn On and Off at a 

specific times, use Light Cycle (A).

Hold
Hold (B) is used to disable the pumps during service 

functions like cleaning or replacing the filter. Hold

Mode will last for 1 hour unless the mode is exited

manually. If spa service will require more than an hour, 

it may be best to simply shut down power to the spa. 

The Hold Icon on the Settings Screen places the spa 

in Hold Mode and displays the System Hold screen. 

Touch Back to exit Hold Mode.
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SETTINGS SCREEN
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Ready to enjoy! 

Make sure your spa is heated and ready to enjoy with 

Heat Settings. Navigate to the Heat Settings screen 

from the Main screen by pressing the Settings button 

. Press the Heat button  , and the Heat Settings 

screen appears (A). The Heat Setting screen does not 

have Save or Cancel buttons, so changes you make 

take effect immediately.

Heat Mode (B)
Ready

Ready Mode (B) keeps the water temperature within 

1° F (0.5° C ) of the Set temperature. For example,

if the set temperature is 102° F (39.0° C), the water 

temperature will be within +/- 1° F (0.5° C ) of 102° 

(39.0° C). Press the Heat Mode button (B) to switch 

between Read and Rest Mode. The icon appears on 

the Main screen when the spa is in Ready Mode.

Rest 

Rest Mode functions the same as Ready Mode, except

Rest Mode only heats the water during filter cycles 

(view page 13). Press the Heat Mode button (B) to 

switch between Read and Rest Mode. The icon 

appears on the Main screen when the spa is in 

Rest Mode.

Ready-in-Rest 

Ready-in-Rest Mode is the same as Rest Mode, except

Ready-in-Rest Mode heats the water, if necessary, 

for one hour when you turn On Jets 1. The icon 

HEAT SETTINGS
appears on the Main screen when the spa is in 

Rest-in-Rest Mode. 

If the spa is in Ready-in-Rest mode and you go to the 

Heat Settings screen (A), that cancels Ready-in-Rest 

Mode and puts you back into Rest Mode, even if you 

press no buttons while on the Heat Settings screen.

Heater Pump 

In order for the spa to heat, a pump needs to 
circulate water through the heater. The pump that 
performs this function is known as the 
“heater pump”. 

The heater pump can be either a 2-speed pump 
(Pump 1) or a circulation pump. If the heater pump 
is a 2-Speed Pump 1, Ready Mode will circulate 
water at various intervals, using Pump 1 Low, in order 
to maintain a constant water temperature, heat as 
needed, and refresh the temperature display. This is 
known as “polling.” 

Rest Mode will only allow heating during 
programmed filter cycles. Since polling does not 
occur, the temperature display may not show a 
current temperature until the heater pump has been 
running for a minute or two. When the heater pump 
has come on automatically (for example for heating)
you can switch between low speed and high speed 
but you cannot turn the heater pump off.
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5 9 1 Heat modes 

READY mode
READY mode (see image on the previous page)  maintains the water’s temperature 
within the range of 0,5 °C (1° F) from the set temperature. For example, if the set 
temperature is 39 °C (102 °F) the water temperature in this mode will remain within 
the range of +/− 0,5 °C (1° F) from 39 °C (102 °F). By tapping on the Heat Mode
icon-button  you can switch between READY mode and REST mode. If the hot tub is 
in READY mode, an       icon will show up on the display of the home screen.

REST mode 
REST mode functions the same way as ready mode, except that REST mode only heats 
up the water during fi lter cycles. (See chapter 5.7) By tapping on the Heat Mode
icon-button you can switch between READY and REST modes.        An icon will show up 
on the display of the home screen if the hot tub is in REST mode.

READY-IN-REST mode
READY-IN-REST mode is the same as REST mode. The only exception is that in
READY-IN-REST mode, after switching on JETS 1, if necessary, the water is heated 
up for up to one hour. An          icon shows up on the home screen if the hot tub is in 
READY-IN-REST mode.

If the hot tub is in READY-IN-REST mode and you go to the Heat Settings screen 
the READY-IN-REST mode is cancelled. You will be returned to REST mode even if you 
didn’t tap on any icon-buttons on the Heat Settings screen.

5 9 2 Heat Range
There are two available heat range settings. High and low heat range.

High
The water temperature may be set in the range between 26,6 °C– 40 °C (80 °F –104 °F) 
when Temp Range is set to High. Tap on the Temp Range icon-button  to switch 
between High and Low values. An      icon will appear in the top row of the home 
screen if the hot tub is in High temperature Range mode. 

Low
The water temperature may be set in the range between 10,0 °C– 37,2 °C (50 °F–99 °F)
when Temp Range is set to Low. Tap on the Temp Range icon-button  to switch 
between High and Low values. An      icon will appear in the top row of the home 
screen if the hot tub is in Low mode.
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Varying High and Low temperature ranges may be set by the manufacturer. Freeze 
protection is active in both High and Low temperature ranges.

5 9 3 M8
By tapping on the M8  icon-button you switch the feature On and Off . The M8 
feature searches for opportunities to attenuate the pump, which may prolong 
the pump‘s durability and save money and energy, especially if you’re using a 
thermocover to cover the hot tub whenever it’s not in use. The M8 feature is enabled 
by default. This function is optional and may thus not show up in all systems.

5 9 4 Changing the set temperature

Temperature 
Menu

E

C
Current 
Set Temperature
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In this example we will set the Set 
Temperature to 102.

Press the water temperature display button (A) to 

make the temperature menu appear (B). The center 

box with the arrow (C) indicates the current

Set Temperature. 

If 102 is already showing, but just not centered (D), 

touch it to center it (E).

If 102 is not showing (B), swipe the temperature 

menu until 102 appears (D).

If 102 appears after swiping but does not stop in the 

center box (D), press 102. Pressing 102 makes it shift

to the center box (E).

Press the water temperature display (A) to make the 

temperature menu disappear. The Set Temperature 

is now 102.

SET THE TEMPERATURE

AA

D

B

•

•

•

•

•

Temperature menu

E

C Current temperature setting

spaTouch™ 3 User Guide42344_Rev D 10

In this example we will set the Set 
Temperature to 102.

Press the water temperature display button (A) to 

make the temperature menu appear (B). The center 

box with the arrow (C) indicates the current

Set Temperature. 

If 102 is already showing, but just not centered (D), 

touch it to center it (E).

If 102 is not showing (B), swipe the temperature 

menu until 102 appears (D).

If 102 appears after swiping but does not stop in the 

center box (D), press 102. Pressing 102 makes it shift

to the center box (E).

Press the water temperature display (A) to make the 

temperature menu disappear. The Set Temperature 

is now 102.

SET THE TEMPERATURE

AA

D

B

•

•

•

•

•

I II 

Temperature 
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In this example we will set the Set 
Temperature to 102.

Press the water temperature display button (A) to 
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box with the arrow (C) indicates the current

Set Temperature. 
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Teplotní menu

E

C Aktuální nastavení teploty
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In this example we will set the Set 
Temperature to 102.

Press the water temperature display button (A) to 
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Set Temperature. 

If 102 is already showing, but just not centered (D), 
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menu until 102 appears (D).

If 102 appears after swiping but does not stop in the 
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III IV 

In the example above, the temperature is set to 102 °F /38 °C.
–  Tap on the icon-button showing the water temperature  and a range of 

temperatures will show up . An arrow will show up in the middle , this arrow 
indicates the current set temperature. 

–  If the value 102 (38 °C) is already visible but is not centred , tap on the fi eld with 
the value to centre it .

–  If the value 102 (38 °C) is not visible , swipe your fi nger across the temperature 
menu until the desired temperature becomes visible on the display .
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Viewing the set temperature
Tap on the icon of the heater           and the temperature setting will show up in a 
mini panel . By tapping on the heating icon once again the mini panel disappears. 
The temperature setting is indicated with a numerical value and an arrow in the graphic 
diagram . The current water temperature is then shown with a numerical value and 
a by use of a blue fi eld in the graphic diagram .

–  If 102 (38 °C) shows up after swiping your fi nger but it does not stop in the centre of 
the display under the arrow , tap on the fi eld with the desired temperature. 
By tapping on it, the relevant fi eld will move to the centre frame .

–  By tapping on the water temperature value on the display  you confi rm the water 
temperature setting. The temperature menu in the bottom part will disappear. 
So, now the water temperature is set to 102 (38 °C).

F
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How do I view the Set Temperature?

Press the Heater Status button (A), and the Set 

Temperature appears in the Mini Player button (B). 

Press the Heater Status button again to make the Mini 

Player button disappear.

Set Temperature is represented numerically and by 

a blue arrow (D). Water temperature is represented 

numerically and by a blue status bar (C). The difference 

between water temperature and Set Temperature is 

represented by the gap between the blue status bar 

and the blue arrow (E). If there is no gap, the water 

temperature and Set Temperature are equal. 

Can I change the Set Temperature with the mini 
player button?

Yes you can. The mini player button and temperature 

display button function the same way in this regard. 

Press the mini player button to view the temperature 

menu. Select the desired temperature, and press the 

mini player button again to make the temperature 

menu disappear. You have now programmed a new 

Set Temperature. 

How do I know when the heater is On?

The center of the Heater Status icon turns red (A) 

when the heater is On. The Heater Status icon appears 

in the top left corner of the Spa screen (F) when the 

heater is On.

A

B

E

C

D

Heater Off Heater On

Note: the Heater Status 

button icon flashes during 

heater start-up; this is normal.

F
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The diff erence between the current water temperature and requested set 
temperature is shown in the graphic diagram as a white gap between the blue fi eld and 
arrow . If there is no gap here the numerical value of the water temperature and set 
water temperature are identical.

Changing the temperature setting using the mini panel
The icon-button of the mini panel and the temperature settings screen work the 
same way in this sense. By tapping on the icon-button of the mini panel you can
view the temperature menu. Select the desired temperature and then tap on the 
icon-button of the mini panel. The temperature menu will disappear and now the 
new temperature is set.

Method of displaying an active heater
When the heater is switched on the centre of the water temperature icon goes red . 
If the heater is switched on, then the icon showing the heater‘s status will be 
displayed in the top left corner of the panel 

5 10 Limiting operations
The following examples show how to lock and unlock the panel.

Continued on the next page

heater ON heater OFF

Note: the icon 
showing the heater’s 
status flashes when 
the heater is seitched 
on; this is normal.

The following examples
show how to lock and 
unlock the Panel.

LOCK PANEL

• Press the Settings button  (A) on the 

Main screen. 

• Press the Locks button  (B) on the 

Settings screen. 

• Press the Panel button (C) on the Locks screen. 

“Lock Panel” will appear at the top of the screen (D). 

•	 Press-&-hold “Lock Panel” (D) for five seconds. After

	 five seconds a Lock icon (E) will appear in the 

top row. The lock icon also appears in the top row of 

the Main screen. The panel is now locked. 
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The following examples
show how to lock and 
unlock the Panel.

LOCK PANEL

• Press the Settings button  (A) on the 

Main screen. 

• Press the Locks button  (B) on the 

Settings screen. 

• Press the Panel button (C) on the Locks screen. 

“Lock Panel” will appear at the top of the screen (D). 

•	 Press-&-hold “Lock Panel” (D) for five seconds. After

	 five seconds a Lock icon (E) will appear in the 

top row. The lock icon also appears in the top row of 

the Main screen. The panel is now locked. 
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Fine tune your spa with a 
wide variety of Settings.

Starting from the Main screen, press the Settings 

button to view the Settings screen (A). Press the 

navigation arrows  or swipe to view all of the 

Settings screens.

Heat
Make sure your spa is heated and ready to enjoy with 

Heat Settings. (view page 22).

Filter
Keep your spa water clean and ready to enjoy by 

setting Filter Cycles (view page 13).

Time
Set the Time to insure scheduled features have proper 

timing (view page 9).

Reminders
Reminders (A) are helpful spa maintenance messages 

that display periodically. 

Locks
Lock the Panel and/or Setting (view page 15). 

Light Cycle (Optional)

If you want the spa lights to turn On and Off at a 

specific times, use Light Cycle (A).

Hold
Hold (B) is used to disable the pumps during service 

functions like cleaning or replacing the filter. Hold

Mode will last for 1 hour unless the mode is exited

manually. If spa service will require more than an hour, 

it may be best to simply shut down power to the spa. 

The Hold Icon on the Settings Screen places the spa 

in Hold Mode and displays the System Hold screen. 

Touch Back to exit Hold Mode.
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SETTINGS SCREEN
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Fine tune your spa with a 
wide variety of Settings.
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navigation arrows  or swipe to view all of the 
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Keep your spa water clean and ready to enjoy by 

setting Filter Cycles (view page 13).

Time
Set the Time to insure scheduled features have proper 

timing (view page 9).

Reminders
Reminders (A) are helpful spa maintenance messages 

that display periodically. 

Locks
Lock the Panel and/or Setting (view page 15). 

Light Cycle (Optional)

If you want the spa lights to turn On and Off at a 

specific times, use Light Cycle (A).

Hold
Hold (B) is used to disable the pumps during service 

functions like cleaning or replacing the filter. Hold

Mode will last for 1 hour unless the mode is exited

manually. If spa service will require more than an hour, 

it may be best to simply shut down power to the spa. 

The Hold Icon on the Settings Screen places the spa 

in Hold Mode and displays the System Hold screen. 

Touch Back to exit Hold Mode.

spaTouch™ 3 User Guide42344_Rev D 24

SETTINGS SCREEN

AA AB

Control panel

Lock panel
–  Tap the Settings        icon-button  on the display of the home screen.
–  Tap the Locks         icon-button on the Settings screen.
–  On the screen of the Locks feature, tap on the Panel icon-button  and the title 

Lock Panel  will show up in the top section of the screen.

The following examples
show how to lock and 
unlock the Panel.

LOCK PANEL

• Press the Settings button  (A) on the 

Main screen. 

• Press the Locks button  (B) on the 

Settings screen. 

• Press the Panel button (C) on the Locks screen. 

“Lock Panel” will appear at the top of the screen (D). 

•	 Press-&-hold “Lock Panel” (D) for five seconds. After

	 five seconds a Lock icon (E) will appear in the 

top row. The lock icon also appears in the top row of 

the Main screen. The panel is now locked. 
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UNLOCK PANEL
• Press the Panel button (F) in the Locks screen, 

and “Unlock Panel” will appear at the top of 

the screen (G). 

•	 Press-&-hold “Unlock Panel” (G) for five seconds.

	 After five seconds the Lock icon  will disappear 

from the top row ( I ) of the Locks screen. The panel 

is now Unlocked.

The control can be restricted to prevent unwanted 

use or temperature adjustments. Locking the Panel 

prevents the controller from being used, but all 

automatic functions are still active. 

LOCK & UNLOCK SETTINGS

Follow the same steps noted above to lock and 

unlock Settings.

Locking the Settings allows Jets and other features

to be used, but the Set Temperature and other 

programmed settings cannot be adjusted. Settings 

Lock allows access to a reduced selection of menu 

items. These include Filter Cycles (view only), Invert, 

Information and Fault Log. They can be seen, but not 

changed or edited.

Can Settings and Panel be locked simultaneously? 

Yes. The lock icon  (K) appears if Settings or Panel or 

both are locked. The current lock states are noted on 

the right side of the buttons (H).
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The following examples
show how to lock and 
unlock the Panel.

LOCK PANEL

• Press the Settings button  (A) on the 

Main screen. 

• Press the Locks button  (B) on the 

Settings screen. 

• Press the Panel button (C) on the Locks screen. 

“Lock Panel” will appear at the top of the screen (D). 

•	 Press-&-hold “Lock Panel” (D) for five seconds. After

	 five seconds a Lock icon (E) will appear in the 

top row. The lock icon also appears in the top row of 

the Main screen. The panel is now locked. 
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UNLOCK PANEL
• Press the Panel button (F) in the Locks screen, 

and “Unlock Panel” will appear at the top of 

the screen (G). 

•	 Press-&-hold “Unlock Panel” (G) for five seconds.

	 After five seconds the Lock icon  will disappear 

from the top row ( I ) of the Locks screen. The panel 

is now Unlocked.

The control can be restricted to prevent unwanted 

use or temperature adjustments. Locking the Panel 

prevents the controller from being used, but all 

automatic functions are still active. 

LOCK & UNLOCK SETTINGS

Follow the same steps noted above to lock and 

unlock Settings.

Locking the Settings allows Jets and other features

to be used, but the Set Temperature and other 

programmed settings cannot be adjusted. Settings 

Lock allows access to a reduced selection of menu 

items. These include Filter Cycles (view only), Invert, 

Information and Fault Log. They can be seen, but not 

changed or edited.

Can Settings and Panel be locked simultaneously? 

Yes. The lock icon  (K) appears if Settings or Panel or 

both are locked. The current lock states are noted on 

the right side of the buttons (H).
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The following examples
show how to lock and 
unlock the Panel.

LOCK PANEL

• Press the Settings button  (A) on the 

Main screen. 

• Press the Locks button  (B) on the 

Settings screen. 
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UNLOCK PANEL
• Press the Panel button (F) in the Locks screen, 

and “Unlock Panel” will appear at the top of 

the screen (G). 

•	 Press-&-hold “Unlock Panel” (G) for five seconds.

	 After five seconds the Lock icon  will disappear 

from the top row ( I ) of the Locks screen. The panel 

is now Unlocked.

The control can be restricted to prevent unwanted 

use or temperature adjustments. Locking the Panel 

prevents the controller from being used, but all 

automatic functions are still active. 

LOCK & UNLOCK SETTINGS

Follow the same steps noted above to lock and 

unlock Settings.

Locking the Settings allows Jets and other features

to be used, but the Set Temperature and other 

programmed settings cannot be adjusted. Settings 

Lock allows access to a reduced selection of menu 

items. These include Filter Cycles (view only), Invert, 

Information and Fault Log. They can be seen, but not 

changed or edited.

Can Settings and Panel be locked simultaneously? 

Yes. The lock icon  (K) appears if Settings or Panel or 

both are locked. The current lock states are noted on 

the right side of the buttons (H).
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Fine tune your spa with a 
wide variety of Settings.

Starting from the Main screen, press the Settings 

button to view the Settings screen (A). Press the 

navigation arrows  or swipe to view all of the 

Settings screens.

Heat
Make sure your spa is heated and ready to enjoy with 

Heat Settings. (view page 22).

Filter
Keep your spa water clean and ready to enjoy by 

setting Filter Cycles (view page 13).

Time
Set the Time to insure scheduled features have proper 

timing (view page 9).

Reminders
Reminders (A) are helpful spa maintenance messages 

that display periodically. 

Locks
Lock the Panel and/or Setting (view page 15). 

Light Cycle (Optional)

If you want the spa lights to turn On and Off at a 

specific times, use Light Cycle (A).

Hold
Hold (B) is used to disable the pumps during service 

functions like cleaning or replacing the filter. Hold

Mode will last for 1 hour unless the mode is exited

manually. If spa service will require more than an hour, 

it may be best to simply shut down power to the spa. 

The Hold Icon on the Settings Screen places the spa 

in Hold Mode and displays the System Hold screen. 

Touch Back to exit Hold Mode.
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–  Press and hold the Lock Panel icon-button  for 5 seconds after which an icon of
a lock will appear in the top right corner of the screen ; the icon of a lock will 
also show up in the top row of the home screen; the panel is now locked.

Unlocking the panel
–  On the Locks screen tap on the Panel  icon-button and the title Unlock Panel 

will show up in the top section of the screen.
–  Press and hold the Unlock Panel icon-button  for 5 seconds after which the icon 

of the lock will disappear from the top row of the Locks screen; the panel is now 
unlocked.

Locking and unlocking settings
By following the same steps as you did to lock and unlock the panel you may lock or 
unlock the settings features.

By locking the settings features you can limit the controlling to prevent unwanted use 
or unwanted temperature settings. Locking the panel inhibits the use of the controller 
and all features are switched off  except for automatic features which remain active.

Simultaneous locking of panel and settings
The lock icon          shows up if the settings or panel, or both are locked. 
The current lock status is visible on the right-hand side of the icon-buttons .

5 11 Diagnostics

The diagnostics screen is useful for technicians. You access the diagnostics menu 
by tapping the Settings          icon-button on the home screen followed by tapping 
on the Diagnostics icon-button. 

Information
Info  displays different settings and identifications of the system.

The Diagnostics screen is 
helpful for spa technicians.

Here is how to navigate to the Diagnostics screen 

starting from the Main screen. Pressing the Settings 

button  and then the Diagnostics button . 

Info
Info (A) displays various settings and identifications

of this system.

System Model
Displays the Model Number of the System.

Panel Version
Displays a number of the software in the topside 

control panel (D).

Software ID (SSID)
Displays the software ID number for the System.

Configuration Signature
Displays the checksum for the system configuration file.

Current Setup
Displays the currently selected Configuration

Setup Number.

Dip Switch Settings
Displays a number that represents the DIP switch

positions of S1 on the main circuit board.

Heater Type
Displays a heater type ID number, or “Standard”.

Heater Voltage (North American system / UL)
North American/UL control systems display operating 

voltage configured for the heater.

Heater Wattage (International System / CE)
International/CE control systems display the heater 

wattage range that is configured for the control system.

Faults
Faults (B) is a record of the last 24 faults that can be 

reviewed by a service tech. Use the arrow buttons to 

view each entry in the Fault Log. When Priming Mode 

shows in the Fault Log, it is not a fault. Rather, it is used 

to keep track of spa restarts.
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The Diagnostics screen is 
helpful for spa technicians.

Here is how to navigate to the Diagnostics screen 

starting from the Main screen. Pressing the Settings 

button  and then the Diagnostics button . 

Info
Info (A) displays various settings and identifications

of this system.

System Model
Displays the Model Number of the System.

Panel Version
Displays a number of the software in the topside 

control panel (D).

Software ID (SSID)
Displays the software ID number for the System.

Configuration Signature
Displays the checksum for the system configuration file.

Current Setup
Displays the currently selected Configuration

Setup Number.

Dip Switch Settings
Displays a number that represents the DIP switch

positions of S1 on the main circuit board.

Heater Type
Displays a heater type ID number, or “Standard”.

Heater Voltage (North American system / UL)
North American/UL control systems display operating 

voltage configured for the heater.

Heater Wattage (International System / CE)
International/CE control systems display the heater 

wattage range that is configured for the control system.

Faults
Faults (B) is a record of the last 24 faults that can be 

reviewed by a service tech. Use the arrow buttons to 

view each entry in the Fault Log. When Priming Mode 

shows in the Fault Log, it is not a fault. Rather, it is used 

to keep track of spa restarts.
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I II 

Fine tune your spa with a 
wide variety of Settings.

Starting from the Main screen, press the Settings 

button to view the Settings screen (A). Press the 

navigation arrows  or swipe to view all of the 

Settings screens.

Heat
Make sure your spa is heated and ready to enjoy with 

Heat Settings. (view page 22).

Filter
Keep your spa water clean and ready to enjoy by 

setting Filter Cycles (view page 13).

Time
Set the Time to insure scheduled features have proper 

timing (view page 9).

Reminders
Reminders (A) are helpful spa maintenance messages 

that display periodically. 

Locks
Lock the Panel and/or Setting (view page 15). 

Light Cycle (Optional)

If you want the spa lights to turn On and Off at a 

specific times, use Light Cycle (A).

Hold
Hold (B) is used to disable the pumps during service 

functions like cleaning or replacing the filter. Hold

Mode will last for 1 hour unless the mode is exited

manually. If spa service will require more than an hour, 

it may be best to simply shut down power to the spa. 

The Hold Icon on the Settings Screen places the spa 

in Hold Mode and displays the System Hold screen. 

Touch Back to exit Hold Mode.
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Hold (continued)

Drain Mode (Optional)

Some spas have a special feature that allows Pump 1 to 

be employed when draining the water. When available, 

this feature is a component of Hold.

Cleanup
When a pump or blower is turned on by a button press, 

a clean-up cycle begins 30 minutes after the pump 

or blower is turned off or times out. The pump and 

the ozone generator will run for 30 minutes or more, 

depending on the system. On some systems, you can 

change this setting.

Units
Specify Time and Temperature Units (B). The 

temperature choices are Fahrenheit or Celsius. The 

time display choices are 12 hour or 24 hour.

Language
Select from a variety of languages.

Panel
You can change two options on the Panel screen:

1 - Set how long it takes the panel to go to sleep after 

the last activity. Short times are recommended because 

it decreases the chance of water activating buttons. 

2 - Set whether or not you need to do an extra action

to wake the panel (see page 6). The purpose of the 

extra action to wake the panel is to make it very

unlikely that water can wake the panel. 

(Optional)

If your spa is equipped with TM, refer to 

the  TM user guide that came with the 

spa. If a user guide was not included, please contact 

the spa dealer or manufacturer.

Diagnostics
Spa technicians can find useful information and

features in Diagnostics (C) (view page 19).

spaTouch™ 3 User Guide42344_Rev D 25

AB

AC

The Diagnostics screen is 
helpful for spa technicians.

Here is how to navigate to the Diagnostics screen 

starting from the Main screen. Pressing the Settings 

button  and then the Diagnostics button . 

Info
Info (A) displays various settings and identifications

of this system.

System Model
Displays the Model Number of the System.

Panel Version
Displays a number of the software in the topside 

control panel (D).

Software ID (SSID)
Displays the software ID number for the System.

Configuration Signature
Displays the checksum for the system configuration file.

Current Setup
Displays the currently selected Configuration

Setup Number.

Dip Switch Settings
Displays a number that represents the DIP switch

positions of S1 on the main circuit board.

Heater Type
Displays a heater type ID number, or “Standard”.

Heater Voltage (North American system / UL)
North American/UL control systems display operating 

voltage configured for the heater.

Heater Wattage (International System / CE)
International/CE control systems display the heater 

wattage range that is configured for the control system.

Faults
Faults (B) is a record of the last 24 faults that can be 

reviewed by a service tech. Use the arrow buttons to 

view each entry in the Fault Log. When Priming Mode 

shows in the Fault Log, it is not a fault. Rather, it is used 

to keep track of spa restarts.
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Under information you may find the following:
System model – displays the number of the system model
Panel version – displays the software number in the top part 
Software	ID	(SSID)	– displays the ID number of the software system
Configuration tag – displays the checksum for the system configuration file
Current settings – displays the current chosen configuration of the setup number
Dip Switch settings – displays the number which represents the DIP switch in the 
S1 position on the main board
Heater type – displays the identifi cation number of the heater type or the “Standard”
Voltage	of	the	heating	system	(north	American	system/UL)	– north American 
control systems/UL display the operating voltage configured for the heater
Heating	system	power	input	(international	system/CE) – international/CE 
control systems display the power range of the heater which is configurated for 
a given control system

Faults
Faults  is the record of the last 24 faults which may be removed. Using the 
arrows, you can display individual records in the faults list.

GFCI Test           
CE Product. Systems registered as CE don’t have an RCD test due to the character of 
the electrical connection. There must be a trained person at the end user’s address 
who knows how to correctly test and reset the ground fault circuit interrupter (GFCI).

The Diagnostics screen is 
helpful for spa technicians.

Here is how to navigate to the Diagnostics screen 

starting from the Main screen. Pressing the Settings 

button  and then the Diagnostics button . 

Info
Info (A) displays various settings and identifications

of this system.

System Model
Displays the Model Number of the System.

Panel Version
Displays a number of the software in the topside 

control panel (D).

Software ID (SSID)
Displays the software ID number for the System.

Configuration Signature
Displays the checksum for the system configuration file.

Current Setup
Displays the currently selected Configuration

Setup Number.

Dip Switch Settings
Displays a number that represents the DIP switch

positions of S1 on the main circuit board.

Heater Type
Displays a heater type ID number, or “Standard”.

Heater Voltage (North American system / UL)
North American/UL control systems display operating 

voltage configured for the heater.

Heater Wattage (International System / CE)
International/CE control systems display the heater 

wattage range that is configured for the control system.

Faults
Faults (B) is a record of the last 24 faults that can be 

reviewed by a service tech. Use the arrow buttons to 

view each entry in the Fault Log. When Priming Mode 

shows in the Fault Log, it is not a fault. Rather, it is used 

to keep track of spa restarts.
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GFCI Test
(North America Only. Feature not available on CE 

rated systems.)

Your systems may have GFCI configured in one of

three ways:

1. GFCI test is not enabled

2. Manual GFCI test is enabled but automatic GFCI 

test is not enabled

3. Both manual and automatic GFCI tests are enabled.

The automatic test will happen within 7 days of the spa 

being installed and if successful will not repeat. (If the 

automatic test fails it will repeat after the spa 

is restarted.) 

The GFCI Test button (C) will appear on the 

Diagnostics screen only if the GFCI is enabled. 

The GFCI Test screen (view next page) allows the GFCI

to be tested manually from the panel and can be used 

to reset the automatic test feature.

The Ground Fault Circuit Interrupter (GFCI) or Residual 

Current Detector(RCD) is an important safety device 

and is required equipment on a hot tub installation. 

(The GFCI Test Feature is not available on CE rated 

systems).

Used for verifying a proper installation 

Your spa may be equipped with a GFCI Test feature. If 

your spa has this feature enabled by the manufacturer, 

the GFCI Trip Test must occur to allow proper spa 

function. On some systems:

Within 1 to 7 days after startup, the spa will trip 

the GFCI to test it. (The number of days is factory 

programmed.) The GFCI must be reset once it 

has tripped. After passing the GFCI Trip Test, any 

subsequent GFCI trips will indicate a ground fault or 

other unsafe condition and the power to the spa must 

be shut off until a service person can correct 

the problem.

On systems that do not have the automatic GFCI test, 

the manual GFCI test must be done.

Forcing a manual GFCI Trip Test

The installer can cause the GFCI Trip Test to occur at 

any time by pressing Test on the GFCI Test screen. The 

GFCI should trip within several seconds and the spa 

should shut down. If it does not, shut down the power 

and manually verify that a GFCI breaker is installed and 

that the circuit and spa are wired correctly. Verify the 

function of the GFCI with its own test button. Restore 

power to the spa and repeat the GFCI Trip Test. Once 

the GFCI is tripped by the test, reset the GFCI and 

the spa will operate normally from that point. You can 

verify a successful test by navigating to the above 

screen. “Passed” should appear on the GFCI screen.

Warning:
On those systems that automatically test the GFCI 

within 1 to 7 days after startup:

The end-user must be trained to expect this one-time

test to occur. The end-user must be trained how to 

properly reset the GFCI. If freezing conditions exist,

the GFCI or RCD should be reset immediately or spa 

damage could result.

A B C
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6 System messages

6 1 General messages

Freeze protection
The system has registered a water temperature that may cause the water in the hot 
tub to freeze. The pumps and blower then start running in sequences. The heating is 
also switched on. This is an operating message not an error.

The water is too hot (Message	code:	M029*)
The system has detected a water temperature of 43 °C (110 °F) or higher in the hot 
tub. The features of the hot tub are switched off . The system automatically rests if 
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the water temperature in the hot tub falls below 42 °C (108 °F). Check whether the 
pump isn’t running for too long or if the surrounding temperature is too high.

6 2 Messages of the heating system

Low water flow (Message	code:	M016**)
It may happen that water fl ow isn’t suffi  cient enough to carry heat from the heating 
device. The heating will switch on again after approximately 1 minute.
(See below Controls related to water fl ow)

Water flow has failed* (Message	code:	M017**)
There’s insufficient water flow through the heating device for heat to be diverted 
from the heating device. The heating has been switched off. (See below Controls 
related to water flow) Reset the message after having solved the problem*.

Heating device may be dry* (Message	code:	M028**)
There is insufficient water in the heating system. The hot tub will switch off for 
15 minutes. Reset this message* to restart the heating.
(See below Controls related to water fl ow)

Heating system is dry* (Message	code:	M027**)
There is an insufficient amount of water in the heating to start it up. The hot tub is 
switched off. After having solved the problem, it is necessary to reset the message* 
for the heating system to switch on again. (See below Controls related to water fl ow)

The heating is too hot** (Message	code:	M030**)
One of the water temperature sensors has detected approx. 48 °C (118 °F). The hot 
tub will switch off. It is necessary to reset the message* if the temperature is lower 
than approx. 42 °C (108 °F).

Controls related to water flow
Check whether the water level isn’t too low, if suction flow isn’t restricted, closed 
valves, trapped air, too many closed jets or a pump running at full power.

6 3 Messages related to sensors

Sensors are not synchronized (Message	code:	M015**)
Temperature sensors may be unsynchronized by 3 °F. If this message does not 
disappear within a few minutes, call for service.
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Sensors are not synchronized – call for service* (Message code: M026**)
Temperature sensors are not synchronized. The above-mentioned fault lasts  
a minimum of 1 hour.

Fault of sensor A, fault of sensor B
(Sensor A: Message code: M031**) (Sensor B: Message code: M032**)
The temperature sensor has failed. Request a service.

6.4	 Messages related to the system

Programme memory failure* (Message code: M022**)
When switching on the system, the checksum test programme failed. This indicates a 
problem with the firmware (operating programme) and requires service action.

The settings were restarted (error of the non-volatile memory)*  
(Message code: M021**)
If this message shows up numerous times when switching on the hot tub, contact your 
seller or service organization.

The clock has failed* (Message code: M020**)
Contact your seller or service organization.

Configuration error
The hot tub will not start. Contact your seller or service organisation.

The pump may be stuck (Message code: M034**)
The water may be overheated. SWITCH OFF THE HOT TUB AND DO NOT ENTER THE 
WATER! Please contact your service organisation.

Hot water (Message code: M035**)
SWITCH OFF THE HOT TUB AND DO NOT ENTER THE WATER! Contact the service 
organization.

6.5	 Reminders
Reminder messages may be reset directly from the panel. Tap on the Clear icon to  
reset the reminder message.

Check the pH
It may appear in regular intervals, i.e., every 7 days. 
Check the pH using the testing kit and adjust the pH with suitable chemicals.
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Check the water quality
May appear in regular intervals, i.e., every 7 days.  
Check the levels of the disinfectant agent and the chemical composition of the water 
using the testing kit and adjust it using suitable chemicals.

Check ozone
Check the features of the ozone generator. (Service technician) 

Service inspection
May appear in regular intervals. 
Carry out the service inspection according to the guidelines of the manufacturer. 
Other messages may appear with specific systems.

Clean the filter
May appear in regular intervals, i.e., every 30 days. 
Clean the filter media according to the guidelines of the manufacturer.

GFCI (or RCD) test
Check the ground-fault circuit interrupter and its proper functioning. The device has 
to be tested regularly, ideally 1× every 4 weeks.

Replace the water
May appear in regular intervals, i.e., every 90 days. 
Replace the water in the hot tub regularly to maintain the right chemical balance and 
hygienic conditions.

Clean the cover
May appear in regular intervals, i.e., every 180 days.  
The thermal covers should be cleaned and treated regularly to reach maximum 
durability.

Check UV
Check whether the UV lamp is functioning. Please contact the service centre.

6.6	 Other messages

Set Time of day
When the control system that displays this message is switched on, its time of day is 
initialized at 12:00. The correct time of day setting is important in order to determine 
filter times and other background features.
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Communication error
The control panel does not receive communication from the system. It can shortly 
pop up during the start-up of the system. This is normal. If it does not disappear 
quickly, call for service.

6.7	 Notes regarding messages
Some messages contain the text “Call for service”, because to solve the problem 
it is necessary to call a service technician. If the panel is locked and a message 
notification pops up, you will be redirected to the lock screen before the message is 
deleted (it is necessary to first unlock the panel after you’re redirected).

By tapping on the Error/Warning/Reminder/Info icon on the screen containing the 
message you will access the System information screen. This will enable solving 
the problems on the phone or enable the service technician in the field to better 
understand what is happening. Leaving the screen containing the system information 
in this instance will bring you back to the messages screen.

7	 Upkeep of the hot tub

7.1	 General information
Do not expose the hot tub to sun without water inside or a cover on top. The direct 
sunlight can cause fading and deformation of the surface material. When you are not 
using the hot tub, cover it with the thermo cover, regardless of whether it is empty 
or full. Protect the hot tub from rain and snow. Place the hot tub under a gazebo or a 
roof if possible.

a)	� Do not open the control unit. There are no user-fixable parts inside.
b)	� Drain, clean and fill the hot tub with clean water on regular schedule.
c)	 Clean the filter cartridge at least once a week.
d)	� The hot tub user should have a proper shower before and after the use of the 

hot tub.

7.2	 Removal and cleaning of the filter cartridge
The hot tub filter cartridge can get clogged by calcareous and mineral particles from 
a hard water, which can lead to a restricted water flow inside the filtration system. 
We recommend to clean the filter cartridge at least once a week. 
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Remove the cartridge and the skimmer insertion. Using a garden hose, clean the 
cartridge so that no settled dirt remains in the corners of the filter. Once clean, put 
the insertion back to the skimmer. Put the cartridge inside the skimmer tank next 
and close it. Remember that the filter cartridge has to be replaced every 3– 6 months. 
Replace it even sooner if it is damaged or clogged, it is not usable in such state.

Make-up, sunscreens and other types of body lotion decrease the quality of the wa-
ter and lower the filter cartridge longevity.

7.3	 Maintaining the quality of the water in the hot tub

WARNING: Always add the chemicals to the water, never the other way around. 
Add the chemicals to the water only when there are no people inside. Use the 
circulation pumps to mix the chemicals with the water. Store the chemicals 
according to the instruction on their label.

a)	� Use a suitable water hardness regulator regularly (the HANSCRAFT SPA Water 
hardness regulator is recommended) and follow the instructions on the chemi-
cals‘ label.

b)	� Depending on the frequency of use of the hot tub, test the water quality regular-
ly by a suitable water quality tester.

c)	� Adjust the water pH level accordingly by suitable water chemicals  
(the HANSCRAFT SPA – pH PLUS and pH MINUS is recommended).

d)	� Adjust the Cl (chlorine) level with suitable water chemicals (HANSCRAFT SPA 
– MULTI MINI 3 in 1 tablets are recommended). Follow the instructions on the 
chemicals‘ label.

	 �For the chlorine to have the desired effect, the pH level needs to be 
adjusted first.

e)	� We recommend you to clean/replace the filter cartridge before adding the  
chemicals.

Chlorine shock – in case of extreme pollution, it is necessary to treat the water with 
a dose of fast dissolving chlorine and thus perform a chlorine shock. The pH level of 
the hot tub water has to be adjusted to 7.0 –7.6 first and the chlorine level has to be 
checked. Once a week or after adding a large amount of fresh water to the hot tub, 
add a shock dose of chlorine 10 –20 g/m3 (2 table spoons) into the water. Add the 
chlorine only when there are no people in the hot tub. After you add the chlorine, 
turn on the circulation pumps so that the chemicals mix well with the water. If you are 
using a granulated form of the chemical, dissolve it in a small amount of water first. 
Let the chlorine level drop to 3 mg/l before you start using the hot tub.



30

Upkeep of the hot tub

Oxygen shock – in case of extreme pollution, it is necessary to treat the water with a 
large dose of fast dissolving oxygen and thus perform an oxygen shock. The pH level 
of the hot tub water has to be adjusted to 7.0–7.6 first and the oxygen concentration 
in the water has to be checked. Once a week or after adding a large amount of fresh 
water to the hot tub, add a shock dose of oxygen (2 tablets) into the water. Add the 
oxygen only when there are no people in the hot tub. After you add the oxygen, turn 
on the circulation pumps so that the chemicals mix well with the water. Let the oxy-
gen level drop to 15 mg/l before you start using the hot tub.

Store the chemicals according to the instructions on the label.

Ideal chemical levels

Free chlorine concentration
(active oxygen concentration)

0.7–1.0 mg/l

(10–15 mg/l)

pH level 7.0–7.6

Calcium 100–180 mg/l

Overall alkalinity 80–120 mg/l

7.5	 Cleaning the outer shell of the hot tub
Use a mild, not abrasive cleaning detergent and a soft cloth.

7.4	 Replacing the water
It is important to keep the hot tub water fresh and clean. We recommend you to 
replace the water at least every 3 months unless the water quality drops sooner. The 
hot tub water can be used for watering the garden for example, given that it has not 
been chemically treated at least one week prior.

a)	 Disconnect the hot tub from the power supply (turn off the residual current device). 
b)	 Check the power supply cable and make sure it is not wet.
c)	� Drain the water through a water drainage system, close it carefully and fill the 

hot tub with fresh water.
d)	� Connect the hot tub back to the electrical circuit (turn on the residual current 

device).
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7.6	 Hot tub hygiene and disinfection
Taking care of hygiene is extremely important for elimination of any germs, algae and 
other harmful organisms polluting the water in the hot tub. Test the water using the 
testing kit first (to find out the pH and Cl level) and follow by using suitable water 
chemicals accordingly. Follow the instructions on the chemicals‘ label carefully.

7.7	 Thermocover
Using the thermocover helps saving up energy expenditures by minimizing temper-
ature loss and evaporation. The cover is an effective way of protecting your hot tub 
from impurities and fallen leaves. 

WARNING: For safety and damage prevention reasons, do not sit, stand or lie 
on top of the cover. Do not place any objects on top of it. The thermocover 
does not serve as a fence around the bathing area either. Do not let animals 
walk on top of the thermocover. Prevent a large snow layer build up on top of 
the thermocover.

If the hot tub is not in use and has been drained, do not leave it covered with the 
thermal cover only – always place a protective tarp over the thermal cover.  
Rain or melting water may seep through the cover seams into the interior of the tub, 
accumulate at the bottom and cause:
– mold growth,
– �water freezing in winter and subsequent damage to the filtration and hydromas-

sage piping.

7.8	 Upkeep of the thermocover and upkeep instructions
It is important to take a proper care of the thermocover: clean it when necessary and 
treat it with a product intended especially for an eco-leather or fake leather. The 
guarantee does not cover damages caused by an inappropriate cleaning product.
a)	� The right balance of water chemicals represents an important factor in prolonging 

the longevity of your hot tub thermocover.
b)	 Remove the hot tub's cover and place it on the ground surface down. 
c)	 Wash the cover with a large amount of water from a garden hose or a water bucket.
d)	� Clean the thermocover surface using a soft brush and a mild dish soap solution  

(1 tea spoon of dish soap per 8 litres of water). 
Attention: Do not let the dish soap solution dry on the thermocover before 
washing it off!

e)	 Wash off the cleaning solution thoroughly.
f)	 Return the cover back on the hot tub.
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g)	� Open the thermocover regularly so that the chemical vapours can disperse. Flip 
the thermocover inner side u at least twice a year for 3–4 hours.

h)	� If the thermocover does not get regularly cleaned twice a month, the surface 
material can become frail or age prematurely. The seams can separate. If you do 
not clean the thermocover appropriately, the guarantee becomes invalid.

WARNING: Do not lift the thermocover by the handles. A vacuum forms between 
the thermocover and the hot tub therefore lifting by the handles could result in a 
damage. It is necessary to support the thermocover from below by hand.

8	 Winter and summer time
Winterizing the hot tub, a process recommended by the producer.

It is required that all water gets drained from the hot tub during the process of 
winterizing it, as well as water from all the technical parts of the hot tub (circulation 
pumps, pipes, etc.) We recommend you to use our specialized service for this purpose 
because flawed winterizing of the hot tub can result in a loss of the guarantee.  
If you decide to use our professional services, it is necessary to order them sufficient 
amount of time in advance. In case of winterizing the hot tub by yourself, it is crucial 
to do it when the air temperature is still above zero. If the winterizing is done in tem-
peratures below zero, it can be very difficult because water in the motors could have 
frozen already and damaged some parts of the hot tub.

8.1	 Winter time – using the hot tub, all year operation (SLP)
If you decide to keep using the hot tub during the winter time, it is necessary to keep 
checking the hot tub for cases of for example: circuit break failure, motor not work-
ing, heating not working, filter cartridge getting clogged.

If the instructions above are not complied with and it results in a damage of 
the hot tub, the warranty cannot be claimed. 

8.2	 Summer time 
Do not expose the hot tub to direct sunlight; do not use inappropriate cleaning deter-
gents for upkeep. Prevent the hot tub surface coming in direct contact with chemicals 
as well as surface scratches cause by sharp objects. Ensure the safety of children in the 
hot tub by a continuous adult supervision. Only eligible persons over 18 years of age, 
educated about the whole process, can be operating the hot tub. The same goes for 
handling the water chemicals, which have to be stored out of children’s reach. 
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9	 Final establishments

9.1	 Guarantee conditions 
Guarantee conditions abide by terms and conditions of your distributor.

9.2	 Safe disposal of the product after the service life
Hire a professional service to dispose of the hot tub after it reaches  
the end of its longevity. According to the WEEE directive (Electronics  
and electrical appliances waste) this device cannot be disposed of like  
a regular waste.

9.3	 Warranty claims and repair services 
Potential warranty claims abide by the consumer protection laws and the warranty 
claims policy of your distributor.

10	 Repair services chart

A TABLE FOR YOUR NOTES, PLEASE FILL OUT THE FOLLOWING 
INFORMATION. You will need the filled out information in case of a repair 
requested through the customer service line. 

Purchase date

Delivery date

Model name

Serial number

Seller information 
(name, phone number)



34

Supplements/Notes

12	 Notes

11	 Supplements
Setting to 1× 230 V 
When setting to 1× 230 V, it is necessary to observe the cross-section of the supply 
wire; namely: CYKY – 3× 10. A circuit breaker and Residual Current protective Device 
32 A, according to the applicable standards of the country where the product is 
installed. This setting is necessary to maintain all functions of the tub.

Illuminated cabinet
If you have a product with an illuminated cabinet (not illuminated corners) or 
extended casing and use a Bypass, it is always necessary to connect the external 
device by creating an opening in the cabinet, as it cannot be routed through the 
bottom.
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